9913-22

3000W Peak Power
Sufiwoofer

los parametros, Parametres, Farameter

Fs: 24 Hz

Qms: 5.502

Cms: 0.078 mm/N

Mms: 571 g

Rms: 15.59 kg/s

Vas: 3.123 ft2 (88.42 liters)
Xmax: 1.25 in (31.75 mm)
D: 13.28 in (337.3 mm)
Sd: 139.04 in? (897 cm?)
Vd: 173.7 in® (2.847 liters)
Qes: 0.631

Re: 0.89 ohm

Bl: 10.99 Tm

Prms: 1500 Watts

Qts: 0.566

nQ: 0.187%

SPLo: 84.9 dB

SPL 2.83V/1m: 94.4 dB

Specifications

las esnecificaciones, Specifications, Spezifikationen
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101/4"
(260 mm)

13 1/8"
(352.4 mm)

Recommended Power Rating of 750 - 1500 Watts RMS

La Potencia nominai recomendada, Le Pouvoir recommandé Evaiuant, Empfohiene Kraft Einzuschiitze

21010061 - AW0014473



9515-22 Recommended Enciosures

To take advantage of the 9515's chest pounding bass, MTX recommends E Ll . E
u

the use of a vented enclosure for increased output. All recommended
enclosures have been designed and thoroughly tested by MTX.

For additional enclosure designs check the MTX website. The barcode will
take you to the box design page.

Vented iight Bass Enciosure

Descargar Cerco, Cidture donnere vent, Wented EinschiieBung
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Descargar Cerco, Cidture donnere vent, Vented EinschiieBung
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Net internai Yoiume: 3.4 ft3
Port length: 19" - 35Kz




