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Wiring Configuration

e Conliguracion gel alambrado, La Confguracion del alambrado, vercrahiends Konguration

THUNDER 22>
TR4512-44

} g
'Wired Direct (uomers Droct, Tsérophié Dvect Drckd ot verckaot:
A 40 speaker wil represent a 42 load.
(Un crader 412 rpresentars una corga 42 Un 42 hack pareu eprsentora n 42
chagont. Ein 422 Sprecher bladon eine 42w vertoten)
in parallel Deux Hout:

A 40 speaker il represent a 20 load.
(Un ondor 42 representrg
chargent, En 402 Sprchar

194200 Un 40t paiut rprbsniorsun 20
000 200wt vrtrtnn)

o]

peakers wired in parallel Guato in parallel T

A 40 speaker wil representa 10 load.
(Un oradr 41 representad una corga 12 Un 400hauk arour eprisantora n 10
chargant, Ein 400 Spreche blacn sine 1w vartetn)

A 40 speaker will represent a 1.30 load.
(Un cador 42 ropresentrs una carga 1,322 Un 40t preur repeésentors un 130
Chargent, Ein 402 Spreche bladen sie 130 wid vecteten)
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Sealed Enclosure

] Corco solact, Cloture scolbe, Abgediohote Emschieting

TR4512-44

For the best possible sound quality where space is a /
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure. Al
recommended enclosures have been designed and
thoroughly tested by MTX.

Net Internal Volume: 1.25 ft*

Parts List

THUNDER 225
TR4512-44

Parameters

THUNDER 22>

o Lista 0o partes, Listo Go partios, Ersatztomisto
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Los paramelros. Paraméires. Parameer

Fy: 35.00 Hz
Qg1 6.35
Cpn 0.144 mmiN

: 2.125 ¢ (60.17 liters)
Xmax: 0-370 in (9.40 mm)

0:10.350 in (262.90 mm)
Sy 84.14 in* (542.84 cm?)
Vg: 31.27 in* (0.51 liters)

B 7.58Tm
Prms: 250 Watts

Q2 0.850

no: 0.254 %

SPLo: 86.20 dB

SPL 2 g3viim: 92.70 8

Specifications

Tos aspociicacones . Speciications. Spozikatonon

11.0238 B

Recommended Power Rating of 125 - 250 Watts RMS

La Potencia nominal recomendada, Le Pouvoir recommandé Evaluant, Empfohlene Kraft Einzuschatze
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THUNDER 225
TR4512-44
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Vented Enclosure

Doscargar Cerco, Cloure donmers vent vented Emsoniotuny

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure. Al
recommended enclosures have been designed and
thoroughly tested by MTX.
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T Uista do portes, Lsto g6 porties, Ersaizoiiste
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