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Wired Direct (siamtrs Drecto, Teéoraphi Drect Dokt hat vrcraon:
A 40 spoaker will mprosent a 402 load.
(Un oradr 412 rpresentars una carga 42 Un 40 hauk poreve reprdsantra n 41
choont. Ein 422 Sproche bladen eine 43w vertoten)
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b ired in parallel .

A 402 speaker will represent a 202 load.
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in parallel Trois

A 40 spoaker wil reprosent a 10 load.

wn, P
choment. Ein 42 Sproche bladon sine 10w vereton)

A 40 spoaker will roprosent a 1.30 load.
(Un oadr 42 ropresentas s carga 1,322 Un 401t preur représentor un .30
chagent, Ein 422 Spreche bladsn eine 130 wed vereten)
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Sealed Enclosure

£00.556.2888 or 608-328.5550 for sposker RA's.

THUNDER 2>

TS5512-22

BT Corco solado, CIoture scolbe, AbGodihile Emschiesung

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure. Al
recommended enclosures have been designed and
thoroughly tested by MTX.
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Net Internal Volume: 1.25 ft*

Parts List

T Lsta 00 partes, Listo G0 partes, Ersatzioisto
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Parameters

Cos paramelros, Paraméires, Parameter

Fy: 35.53 Hz
Qpg: 9:42

Crys 0.082 mmN

Mg 243.52 g

Rpyg: 578 kols

Vas: 2.012 ¢ (56.97 litors)
Xmax 0-600 in (15.20 mm)
0:10.972 in (278.69 mm)
$4:108.77 in’ (701.74 cm)
Vg: 65.26in’ (1.07 liters)
Qg 0.66

Ry: :80 Q

B 8.43Tm

Prms 600 Watts

Qg 0.617

no: 0.376 %

SPLo: 87.96 dB

SPL 5 gay/am: 9796 8

Recommended Power Rating of 300 - 600 Watts RMS

La Potencia nominal recomendada, Le Pouvoir recommandé Evaluant, Empfohlene Kraft Einzuschatze
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Vented Enclosure

Doscargar Cerco, Clture donmers vent vVented Emschiotuny

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure. Al
recommended enclosures have been designed and
thoroughly tested by MTX.

Net Internal Volume: 2.00 ft*

Parts List
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